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General Electrical & Electrical Explosion Proof 
untuk Hazardous Area

Menjadi Distributor dan Supplier produk

General Electrical & Electrical Explosion Proof 
untuk Hazardous Area 

MISI

RBITAL

EXPLOSION PROOF

www.mitraenergi.com

Adalah salah satu perusahaan Distributor dan Supplier produk 
General Electrical & Electrical Explosion Proof yang banyak 
digunakan di berbagai industry seperti Oil & Gas, Petrochemical, 
Power Plant, Mining, dan Area Hazardous lainnya.

Sejak 08 JUNI 2015, kami secara konsisten berupaya 
menciptakan merek dagang yang kuat dan memiliki pengalaman di 
pasar Indonesia dalam bidang Electrical, Mechanical & LED Lighting 
System.

Produk dan Layanan kami telah memenuhi sertifikasi IEC dan 
standard EN, melewati persetujuan dari ATEX dan IECEx. Dimana 
ini merupakan sebagai komitmen kami dalam memberikan 
keamanan dan keandalan untuk klien secara global.

Menjadi bagian dalam pertumbuhan 
pembangunan nasional, khususnya di bidang 

Distributor dan Supplier produk 

Sesuai standard nasional dan internasional 
demi keselamatan dan keramahan lingkungan



MITRA ENERGI ABADI
www.mitraenergi.com

High Efficient

LED LIGHTING

LAMPSHINING merupakan spesialis LED Lighting 
berbasis teknologi tinggi yang telah memenuhi standard 
dan lulus uji ENEC, DLC, ETL, TUV, CE, IECEE, CB, 
RoHS, LM78, LM80, LSTMT, TM21, Salt Spray Test dan 
sudah mendapatkan sertifikat ISO 9001 – 2015 Quality 
Management.  

Produk unggulan yang ditawarkan diantaranya , LED 
Stadium & Sports High Mast Light, UFO LED High Bay 
Light, LED Floodlight, LED Street Light dengan efisiensi 
pencahayaan hingga 190 LM/W, sangat cocok 
digunakan untuk gudang, pabrik, pelabuhan,bandara, 
stadium, lampu jalan dll.

LAMPSHINING HIGHBAY

High luminaire efficiency up to 160 lm/w, CRI > 80

Mountng Height: 6-20meter

IP65 and IK10 protecton rate

Folding aluminum fin design which are very light weight

LAMPSHINING STREETLIGHT - SATURNUS

High luminaire efficiency up to 140 lm/w
20-200W available (Mountng Height: 4-12M)
P66 and IK08 protecton rate

CCT available 3000/4000K/5000/5700/6000K

SLIMFIN
LED LIGHTING

High luminaire efficiency up to 160lm/w 
Marine grade aluminum housing
IP66 and IK10 protec�on rate
Folding aluminum fin design which are very light weight
ETL DLC TUV CE CB SAA RoHS LM79 LM80 Tm21
IK10 Salt Spray test approved

LAMPSHINING LED FLOODLIGHT–SLIM PRO   



MERCMASTER HID III

MERCMASTER™ | LED LOW PROFILE

MITRA ENERGI ABADI
www.mitraenergi.com

Mounting hoods, ballast bodies and 
guards copper free cast alumunium

Exposed hardware stainless steel latch 
assemblies have stainless steel bolt and 
captive nut

Reflectors Fiberglass reinforced white 
polyester

Globes heat-resistant prismatic glass

Refractors heat-resistant prismatic glass

Choose light outputs from 2,500 to 5,000 lumens

With far less power consumed and heat generated per lumen

Appleton merupankan brand amerika yang sudah memiliki 
spesialisai dalam bidang LED, Produk yang di tawarkan 
sudah mendapatkan sertifikat ATEX, IECEx, NEC , CEC 
dan ISO 9001 – 2015 Quality Management. 

Produk unggulan yang ditawarkan diantaranya  
Mercmaster HID III, Floodlight, Mercmaster LED Low 
Profile, Enclosures and Junction Boxes sangat cocok 
digunakan untuk industri gas dan minyak dan area 
berbahaya lainnya.

This compact, low-profile LED luminaire weight under 10 pound

Ready  to use in the toughest environments, including 
refineries, chemical plants, processing plants and more· 



FLOOD LIGHTING  | AREAMASTER ™

Compact in size, attractely styled contemporary 
design
Easy to install and service
Polyester powdercoat  finish protects against UV 
damage
A wide range of ballasts and voltages are available 

Alumunium reflector for optimum efficiency

Heavy duty, high temperature silicone rubber 
gasket is firmly seated

ENCLOSURES AND JUNCTION BOXES

MERCMASTER™ LED GENERATION 3 

Design is suited for moun�ng heights ranging from 
2 m (7 �),up to 15 m (50  �)
Ser�fikasi IP66
Rugged housing with superior thermal design 
translates to long luminaire life

Heavy duty, high temperature silicone gasket

LED L70 reported at 76,000 hours
Field replaceable globes and LED driver

High impact resistant box

Pillar/Screw type terminal block up to 16 sq.mm is 
available in standard sizes

Provided with M5 Screws
Back plate supplied as op�ont

Opera�ng temperature -20°C to +55°C

Ligh�ng Supplies
Appleton
Electric

MITRA ENERGI ABADI
www.mitraenergi.com
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FLUORESCENT LAMPS 6401

Rated operational voltage AC:220.00 – 240.00 V
Frequency range : 50 – 60 Hz
Lamp Watt : 18 W
Number of lamps : 2
Product description : Linear luminaire for 
fluorescent lamps GRP
Lamp : G13 lamp base
Enclosure material : Polyester resin, Glass fibre 
reinforced
Installed terminal solid max : 6.00mm
Through wiring : without
Drilled holes : 3 x M25 TERMINAL BOXES 8146

Enclosures in shock-resistant glass fibre
8 basic enclosure sizes with various heights
Fitted according to the customer's requirements
For terminals up to max. 300 mm2
With captive cap screws
Degree of protection IP66

OBSTRUCTION
LIGHT LED

6408 | 8090

SERIES
8146
TERMINAL

BOXES

FLUORESCENT LAMPS 6402

Rated operational voltage AC:220.00 – 240.00 V
Frequency range : 50 – 60 Hz
Lamp Watt : 50 W
Number of lamps : 1
Product description : Linear luminaire for 
fluorescent lamps GRP
Lamp : LED
Enclosure material : Polyester resin, Glass fibre 
reinforced
Installed terminal solid max : 6.00mm
Through wiring : without
Drilled holes : 3 x M25

FLUORESCENT LAMPS 6001

Rated operational voltage AC:220.00 – 240.00 V
Frequency range : 50 – 60 Hz
Lamp Watt : 36 W
Number of lamps : 2
Product description : Linear luminaire for 
fluorescent lamps GRP
Lamp : G13 lamp base
Enclosure material : Polyester resin
Installed terminal solid max : 6.00mm
Through wiring : without
Drilled holes : 3 x M25

www.mitraenergi.com

STAHL merupakan brand Jerman yang memiliki spesialisai  
dalam bidang sistem tahan ledakan, memiliki sertifasi IECEx dan 
ISO 9001 – 2015 Quality Management.

Kami juga memiliki produk unggulan antara lain Fluorescent 
Lamps, Terminal Box, Yang cocok di gunakan pada pabrik, 
gudang, mall, dan perkantoran.
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RBITAL

RBITAL

www.mitraenergi.com

High voltage impulse emiter
Completely autonomous
High quality stainless steel components
Electro atmospheric capacitor-inside
ION GENERATOR unit 
Testable with ORBITAL Testers
Fully compatible with the standards

High voltage impulse emiter
Completely autonomous
High quality stainless steel components
Electro atmospheric capacitor-inside
ION GENERATOR unit
Testable with ORBITAL Testers
Fully compatible with the standards

ORBITAL merupakan brand spesialisasi dalam produk penangkal 
petir, memiliki fungsi sebagai perantara bagi petir ke permukaan bumi 
yang berfungsi untuk mencegah risiko bahaya yang dihasikan oleh 
sambaran petir. Mempunyai sertifikasi CE, HIZAL HIGH VOLTAGE, 
METU dan dapat digunakan pada Gedung Perkantoran, Sekolah, 
Hotel dll.
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HLBD05

EXPLOSION PROOF

BAY51 BAT52

HLBY01HLBD56

HLBT03

LIGHTNING SERIES

HELON adalah spesialisasi di bidang hazardous area, Produk 
kami memiliki sertifikasi IEC, AN, ATEX, IECEx, UL, NEMA. 
Produk unggulan yang kami tawarkan antara lain HLBD05, 
BAY51, BYS51, HLBY01, AC & FAN, HLBH03, Yang dapat 
digunakan untuk industri gas, industri minyak, Pelabuhan, 
bandara dll.

www.mitraenergi.com

Can be used in Zone 1 and Zone 2, Zone 21 and 
Zone 22, IP66
The enclosure is manufactured of die-cast 
alumunium alloy
Toughened glass, stand 4J impact;
Silicone rubber seal
High efficient energy-saving LED, with life service 
time over 50.000 hours
Input With Wide voltage (187~265V), output with 
constant power, COS > 0,98
Rated Voltage: 220/230/240 VAC



BZA-53

BFS SERIES BKFR BFS SERIES

MITRA ENERGI ABADI

The product is made up of explosion-proof motor, 
blade, ram, etc

Low noise, low energy consumptionand excellent
performance 

The shell material can be steel or glass fiber reinforced 
plastic

Wiring with the cable

BT35

AKSESORIS

AC & FAN

BZM-10

www.mitraenergi.com

Cast alumunium shell
Silicone rubber seal
Flameproof switch built-in components
Inlet thread : G3/4
Rated voltage (V) :220/230
Rated current (A) : 10



BBJ

Alumunium alloy enclosure
Toughenes glass stands 4J impact
Audible and visual alarm, the lamp own red, blue, 
yellow, green color
LED lighting
Entry thread : G3/4
Rated Voltage (V) : AC/DC : 12/24 ; 36/110
Voice strength (Db) : 90,105
Rated Power (W) : 5

BHZD HL-BLZD HL-ZFZD

EXPLOSION PROOF

EMERGENCY

MITRA ENERGI ABADI
www.mitraenergi.com



HLBH03 Zone 1 and Zone 2, Zone 21 and Zone 22, IP66
GRP antistatic shell, stainless stell exposed fasteners 
Antifall-style structure
Silicone rubber seal
Inlet and outlet thread
Rated voltage (V) : 220,230,240.380,415,500,690.
Rated current (A) : 5,10,20,32,63,100,125,142

HLE SERIES HLBH02 HLDP07 HLBX03

ENCLOUSURE

MITRA ENERGI ABADI
www.mitraenergi.com
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Delay func�onfor zones for  No� aicatAppliance 
Circuits (NACs)
7” Touchscreen LCD Color Display which gives 
necessary and addi�onalinformaa�oas described 
in EN:54-2
2 wire cable for all addressable devices
Zone test and individual device tes�ng
Delay, override and abort func�onality
User friendly : easily configurable windows using 
Panel itself
250 intelligent detectors or modules for one loop 
circuit
Up to 8 Loop cards can be installed and configured
Network with Central Control Panel
Network Available Optons : GSM/IP/Cloud/ 
Mobile APPs

Addressable Fire Alarm Control

Assenware merupakan produsen sistem kebakaran yang 
menggunakan teknologi terbaru, Produk kami sudah memiliki 
sertifasi LPCB, TUV, INTERTEK dan  ISO 9001 – 2015 Quality 
Management. Produk unggulan kami di antara nya Fire Alarm 
Control, Smoke Detector, Heat Detector  yang dapat 
digunakan di berbagai macam industri sepert gas, minyak, 
Gedung perkantoran, pabrik, gudang dll.

www.mitraenergi.com
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Addressable Smoke Detector

Executive standard : GB4715-2005
Operating voltage : 24V (pulse modulaation)
Operatingcurrent: £¼300uA (monitoring status) or £¼
1.5mA  (alarm status)
Work indication:The red indicator will blink in the monitoring 
status or remain lit in the alarm status
Weight: about 70g
External dimensions: diameter: 100mm, height: 55mm (with the 
base)
Wiring method: non-polarity two-bus system (L1, L2)
Operatng environment: Indoor, temperature: 10~+55
relati e humidity: ≤95% (40±2, without condensaation)
Coding mode: It can realize electronic coding via coder in situ. 
Address codes 1 to 324 are available for selection Installation 
height: ≤12m
Protection area : about 60m 2. For details, see related provisions
 in GB50116-98 Code for Design of AutomaticFire Alarm System
Matched host machine: fire alarm control panel (such as AW-
AFP2188, AW-AFP2100)

AW-ASD2188                                 

AW-D301                                      

AW-D101

www.mitraenergi.com
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Executive standard : GB4715-2005;
Operating voltage : 24V
Operating current :＜300uA (monitoring status) or ＜
1.5mA (alarm status)
Work indication : The red indicator will blink in the 
monitoring status or remain lit in the alarm status;
Weight : about 47g
Product class : A2
External dimensions : diameter:100mm, height: 56mm 
(with the base)
Wiring method : non-polarity two-bus system (L1, L2)
Operating environment : Indoor, temperature 
10℃~+50℃ relative humidity : ≤95% (40℃±2℃, without 
condensation)
Coding mode : It can realize electronic coding via coder 
in situ. Address codes 1 to 324 are available for 
selection
Installation height : ≤8m 
Protection area : about 60m². For details, see related 
provisions in GB50116-98 Code for Design of Automatic 
Matched host machine : fire alarm control panel 
(such as  AW-AFP2188, AW-AFP2100)

AW-ASD2188 AW-D301

AW-D101

www.mitraenergi.com



KONVENSIONAL  |HEAT DETECTOR

AW-EXD102
DC24V ± 3V (no polarity)
Monitor : 60 uA, Alarm : ≤ 30mA
Normally Open and Closed
57°C (135°F)
7.1 °C/5SEx
d II C T6 Gb
CAST IRON, ABS,White
AW-CFP2166 fire alarm control panel
G20
Temperature range: -10 to 55°C (14 – 131°F)
Humidity : 5 to 95% RH, non - condensing
150mm*150mm*110mm
About 1.2 Kg

Model
Main voltage
Operating current
Alarm Relay Out
Smoke Alarm Sensitivity
Ex Atex Protection Level
Protection class
Materials and colors
Mating Panel
Outlet Thread
Evironmetal
Materials and colors
Size
Weight

MITRA ENERGI ABADI

Model
Main voltage
Operating current
Alarm Relay Out
Smoke Alarm Sensitivity
Ex Atex Protection Level
Protection class
Materials and colors
Mating Panel
Outlet Thread
Evironmetal

Materials and colors
Size
Weight

AW-EXD101
DC24V ± 3V (no polarity)
Monitor : 150 Ua, Alarm : 30mA
Normally Open and Closed
0.10 db/m – 0.27 db/m
Exdib II CT 6
Ip30
CAST IRON, ABS,White
AW-CFP2166 fire alarm control panels
G20
Temperature range: -10 to 55°C (14 – 131°F)
Humidity : 5 to 95% RH, non - condensing
Cast Alumunium, RED
150mm*150mm*106mm
About 1.2 Kg

KONVENSIONAL  |SMOKE DETECTOR

www.mitraenergi.com



JWBT811

Altitude does not exceed 1000 

The highest temperature ambient temperature changes with 
the seasons, but no more than 35 ℃ (mine) or 40 ℃ (factory)

Environment lowest air temperature of 15 ℃

minimum temperature is not higher than 25 ℃ (factory)

Rated voltage : 380 v, 660 v, 1140 v, 660/1140, 380/660v

Rated power : 50 hz

This series motor is IP55 protection grade, the cooling way for 
Ic411

Standard analogue phone, Phone line powered

Aluminum alloy die-casting shell, high mechanical strength 
and strong impact resistance

Weather proof protection to IP66-IP67

With loudspeaker and flash light

Temperature range from -40 degree to +70 degree

Powder coated in UV stabilized polyester finish

Wall mounted, Simple installation

Multiple housings and colors

CE, FCC, RoHS, ISO9001 compliant

MITRA ENERGI ABADI

SLYB3-80-2

JOIWO merupakan spesialisasi 
dalam bidang telepon explosion 
proof, Joiwo merupakan telepon 
darurat yang secara khusus 
diciptakan untuk bekerja pada 
industri luar ruangan, menggunakan  
material allumunium alloy sehingga 
mampu bertahan lama dan dapat 
digunakan di industri minyak dan 
gas. Joiwo  memiliki sertfikasi CE, 
FCC, RoHS  dan ISO 9001 – 2015 
Quality Management.

www.mitraenergi.com

S&L merupakan perusahaan yang mengkhususkan 
diri dalam pembuatan berbagai jenis motor di 
antaranya motor explosion proof, Semua produk 
S&L sudah memenuhi  standar  internasioanal  IEC, 
CCC, CQC, CE, dan ATEX

S&L juga sudah mendapatkan sertfikasi sistem mutu 
internasional ISO 9001 sehingga dapat digunakan 
untuk semua jenis industri manufacturing 
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CABLE TRAY

STRAIGHT TRAY U&C HORIZONTAL ELBOW TRAY TEE TRAY REDUCER TRAY CROSS TRAY

BOX PANEL POLYESTER 
Material: Fibre glass/ Polyester
Self - extinguishable 
Colour : RAL7035 
Protection degree:IP65
Working temperature:-40˚C to +120˚C 
Mechanical impact:IK08

SHEET STEEL 
Material: Steel
self-extinguishable 
Colour : RAL70302 
Protectiondegree:IP65
Working temperature:-40˚C to +120˚C 
Mechanical impact:IK08

AMBOX 

Material: Stainless Steel 304 or 316
Thickness : 1.5mm or 2.0mm
Hinge in and Lock System (Stainless)
Finishing : Hairline or Doff
Protection : IP 65 or IP66

PANEL BOX
 

www.mitraenergi.com

   Box panel memiliki fungsi sebagai tempat rangkaian – rangkaian kompenen listrik, Box 
panel terbuat dari material berkualitas sehingga kokoh dan tahan lama, kami menyediakan 
berbagai macam ukuran sehingga dapat di gunakan untuk kebutuhan gedung perkantoran, 
mall, hotel, pabrik industri dll.

Dalam sistem kelistrikan Cabel tray digunakan untuk 
mensupport kabel, baik kabel power maupun kabel data, 
Cable tray digunakan sebegai alternatif wiring/conduit 
sistem terbuka, hal ini untuk memberikan tambahan 
perlindungan kepada instalasi kabel, juga mempermudah 
dalam pemeliharaan, Cable tray dapat di aplikasikan untuk 
industri listrik dan industri komunikasi
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FIRE DAMPER EXPLOSION PROOF

AIR SCREW COMPRESSOR

Evolusioner microcontroller
Outstanding structural design
Easy maintenance
Interlock energy saving system
Efficient performance
Best quality chassis
Smart control system
Excellent cooling system

Ae6 SERIES

Aa6 SERIES

AM SERIES

F SERIES

www.mitraenergi.com

  HANBELL Air Screw Compressor berfungsi meningkatkan tekanan fluida yakni udara atau 
gas, secara sederhana kompresor bekerja dengan cara menghisap udara lalu dipadatkan dalam 
sebuah ruangan bertekanan tinggi, Memiliki sertifikasi ISO 9001 – 2015 Quality Management. 
Air Screw Compressor ini sangat cocok untuk digunakan di berbagai macam industri seperti 
minyak, gas, kimia, migas, pembangkit listrik dll.

  Fire Damper dan Gas FDB2 – A0 (A60) adalah 
Peredam kebakaran yang sudah banyak di gunakan 
dalam sistem  ventlasi angkatan laut, yang berfungsi 
untuk mendeteksi adanya panas yang berlebih dengan 
cara menutup dan menghentian laju aliran udara agar  
tidamasuk keruangan  yang lain dan mencegah 
kebakaran menyebar ke ruagan yang lain. Fire Damper  
Explosion Proof sangat cocok digunakan untuk 
Perkantoran, Pabrik, Gudang, Industri kapal.

Available as ATEX certified
Shock and vibraton tested
Blades contain silicone seals (effective up to 300 ºC)
Closed damper full fills the requirement of leakage 
(EN1751:2014)
Casing leakage (EN1751:2014) class B
Material Carbon Stell
Automatic electrical, pneumatic or spring operator system 
available
Maximum duct pressure for damper construction 5000 Pa 
and maximum air velocity 15 m/s
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PT Waskita Karya

PT DSSP Power Kendari

PT Griya Group (Liberta Hotel)

PT Standard Biosensor Indonesia

PLTU Tanjung Jati

PT Autochem Industry

PT Otani Premium Paper Industry

Woodland Kalibata

Green Montessori School

PT Samudera Transasia Logistik



Hotline  
Email  

 
: : 
: 021-55722541

sales.ptmea@gmail.com

PT MITRA ENERGI ABADI

www.mitraenergi.com

Visit Our Website

Komp. Ruko Grand Duta Amber 1/A-
2, Jl. Prabu Kian Santang, Periuk,
Gebang Raya, Kota Tangerang. 
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